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PAVED SHOULDERS//ﬁ(

PRECAST CONCRETE

ROADWAY PAVEMENT/(

MINIMUM 12" HEIGHT EXPANSION JOINT——————J/////;?

MATERIAL BETWEEN FACE OF PIER AND

SLOPE PROTECTION TOE.

200' TAPER 25'

WIDTH OF SLOPE PROTECTION
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BRIDGE PIER

4" SLOPE PROTECTION
(SEE STRUCTURE PLANS)

1" EXP. JOINT

MATERIAL

SEPARATE CONCRETE SLOPE PROTECTION FROM

BRIDGE PIER WITH 1" EXPANSION JOINT MATERIAL

(MINIMUM 4" LENGTH).

ELEVATION
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(SEE STRUCTURE PLANS)
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| &~ END OF 4" SLOPE PROTECTION

PAVED SHOULDER WIDTH
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NOTES:

*OFFSET

PLAN

PAVE THE FULL WIDTH OF THE SHOULDER AS SHOWN WITH SHOULDER PAVEMENT MATERIAL AS SHOWN ON PLANS.
*OFFSET BASED ON STRUCTURE POLICY (SEE STRUCTURE PLANS).

PROTECT SLOPE WITH REINFORCED CONCRETE PAVING.

CONCRETE BLOCK PAVING WILL NOT BE PERMITTED.
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ENGLISH STANDARD DRAWING FOR
GUIDE FOR PAVING
SHOULDERS UNDER BRIDGES
METHOD I
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